PROJECT SITE

KEY MAP

BEGIN PROJECT

PLANS OF REVISED

M STREET, N.W.
CYCLE TRACK

TO MASSACHUSETTS AVENLU

DISTRICT OF COLUMBIA
ARTMENT OF TRANSPORTATION

FROM PENNSYLVANIA AVENUE, N.W.

E,N.W.

INVITATION NO. DCKA-2013-B-0]
LENGTH OF PROJECT = 6,970 FT = 1.32 MILES

43

m.’.
)
A

REG

SHEET TOTAL
STATE PROJECT NO. SHEETS

D.C. 001 | 028

BEGIN RESTRIPING

'u
&
A

[

1=l

[

| N Uﬁ

L 1
ﬁﬂ

END PROJECT
END RESTRIPING

FINAL SUBMITTAL: DECEMBER, 2013

DISTRICT OF COLUMBIA
DEPARTMENT OF TRANSPORTATION

DEPT. OF TRANSPORTATION
FEDERAL HIGHWAY ADMINISTRATION

District Department of Transportation

RECOMMENDED FOR APPROVAL:

PROGRAM MANAGER IPMA / CHIEF, IPMA SUPPORT DIVISION

APPROVED:

CHIEF TRANSPORTATION ENGINEER

TRANSPORTATION POLICY AND PLANNING ADMINISTRATION

TRAFFIC SERVICES ADMINISTRATION
DATE:

APPROVED:

DIVISION ADMINISTRATOR

DATE:




GENERAL NOTES

1. ALL CONSTRUCTION MATERIALS AND PROCEDURES SHALL BE GOVERNED BY THE STANDARD SPECIFICATIONS FOR HIGHWAYS AND MAINTENANCE OF TRAFEIC
STRUCTURES DATED 2009, ISSUED BY THE DISTRICT OF COLUMBIA DEPARTMENT OF TRANSPORTATION EXCEPT AS AMENDED BY THE SPECIAL

PROVISIONS.

17. MUTCD, DC TEMPORARY TRAFFIC CONTROL MANUAL (DC_TTCM) AND DDOT STANDARD DETAILS AND PROCEDURES FOR MAINTENANCE
OF TRAFFIC SHALL BE USED FOR INSTALLATION OF SIGNS AND PAVEMENT MARKINGS INCLUDING DDOT STANDARD DRAWING 616.00 TCP
GENERAL NOTES, AND 616.06 WORK ZONE CHANNELIZING DEVICES.

2. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING MISS UTILITY PRIOR TO BEGINNING WORK. ANY DAMAGE TO UTILITIES MUST BE
REPAIRED OR REPLACED BY THE CONTRACTOR AT HIS OWN EXPENSE.

3. THE CONTRACTOR SHALL TAKE ADEQUATE PRECAUTION TO PROTECT ALL WALKS, GRADING, SIDEWALKS AND FEATURES OUTSIDE THE LIMITS 18. ALL EXISTING RESIDENTIAL AND COMMERCIAL DRIVEWAYS AND PUBLIC ALLEY ENTRANCES SHALL REMAIN OPEN AT ALL TIMES, UNLESS
OF WORK AND SHALL REPAIR AND REPLACE OR OTHERWISE MAKE GOOD AS DIRECTED BY THE ENGINEER ANY SUCH OR OTHER DAMAGE SO OTHERWISE DIRECTED BY THE ENGINEER.
CAUSED.

19. FOR LOCATIONS WHERE THE WORK WILL BE COMPLETE WITHIN ONE WORKING DAY, THE CONTRACTOR SHALL UTILIZE SIGNS,
4. ALL STRIPING AND SIGN WORK SHALL MEET ALL APPLICABLE DDOT STANDARDS AND SPECIFICATIONS AND 2009 MANUAL ON UNIFORM BARRICADES, CHANNELIZING DEVICES, CHANGEABLE MESSAGE BOARDS, AND WARNING LIGHTS AS NECESSARY TO COMPLY WITH DDOT AND
TRAFFIC CONTROL (MUTCD) REQUIREMENTS. MUTCD REQUIREMENTS FOR SHORT-TERM STATIONARY WORK AND MOBILE WORK. SEE STANDARD DETAILS REFERENCED BELOW.

20. TEMPORARY “MOBILE” LANE CLOSURES UTILIZING VEHICLES WITH WARNING LIGHTS AND SIGNS PER MUTCD WILL BE ALLOWED FOR LANE
CLOSURES WHERE THE WORK WILL BE COMPLETED WITHIN ONE WORKING DAY. FOR LOCATIONS WHERE THE WORK WILL NOT BE COMPLETE
WITHIN ONE WORKING DAY OR OCCUR AT NIGHT, THE CONTRACTOR SHALL UTILIZE SIGNS, BARRICADES, CHANNELIZING DEVICES,
CHANGEABLE MESSAGE BOARDS, AND WARNING LIGHTS AS NECESSARY TO COMPLY WITH DDOT AND MUTCD REQUIREMENTS FOR
INTERMEDIATE-TERM STATIONARY WORK. SEE STANDARD DETAILS REFERENCED BELOW.

21. MAINTENANCE OF TRAFFIC WORK SHALL BE IN ACCORDANCE WITH THE FOLLOWING STANDARD DETAILS:

5. ALLPAVEMENT MARKINGS ARE THERMOPLASTIC UNLESS OTHERWISE NOTED.

6. ALL EXISTING PAVEMENT MARKINGS MAY NOT BE SHOWN. ALL EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH PROPOSED
PAVEMENT MARKINGS SHALL BE ERADICATED BY A METHOD APPROVED BY DDOT.

7. FIRE HYDRANTS - NOT ALL FIRE HYDRANTS HAVE BEEN LOCATED FOR THIS STRIPING PLAN. FIELD VERIFY FIRE HYDRANT LOCATIONS AND A. PAVEMENT MARKING WORK INSTALLED AS A MOBILE OPERATION. REFER TO MUTCD TYPICAL APPLICATION 17 AND 35.
STRIPE NO PARKING ZONE FOR 10 FEET ON EITHER SIDE OF FIRE HYDRANT. IF HYDRANT IS LOCATED WITHIN 40 FEET OF A CROSSWALK ON B. SIGNING WORK INSTALLED WITH PARKING/SHOULDER AND SIDEWALK CLOSURES. REFER TO MUTCD TYPICAL APPLICATION 3, 4 AND
APPROACH SIDE, EXTEND NO PARKING ZONE STRIPING TO 10 FEET BEYOND FIRE HYDRANT. FOR DEPARTURE SIDE OF ROAD, IF HYDRANT IS 6 FOR SHOULDER CLOSURES. REFER TO DDOT STANDARDS BELOW FOR PARKING AND SIDEWALK CLOSURES.
LOCATED WITHIN 20 FEET OF CROSSWALK, EXTEND NO PARKING ZONE STRIPING TO 10 FEET BEYOND FIREHYDRANT. SEE TYPICAL LANE C. FOR WORK REQUIRING ONLY INTERMITTENT STREET CLOSURE A FLAGGING OPERATION WILL BE REQUIRED. REFER TO DDOT
STRIPING DETAIL ON THE STRIPING DETAILS SHEET FOR TYPICAL FIRE HYDRANT TREATMENT. STANDARD DRAWING 616.13 AND MUTCD TYPICAL APPLICATION 13.
D. FOR WORK REQUIRING EXTENDED CONSTRUCTION TIME AND PARKING LANE CLOSURE, REFER TO DDOT STANDARD DRAWING
8. DRIVEWAYS - NOT ALL DRIVEWAYS HAVE BEEN LOCATED FOR THIS STRIPING PLAN. FIELD VERIFY DRIVEWAY LOCATIONS BEFORE APPLYING 616.07.
STRIPING. E. FOR WORK REQUIRING EXTENDED CONSTRUCTION TIME AND TRAVEL LANE, PARKING LANE AND SIDEWALK CLOSURE REFERTO
DDOT STANDARD DRAWING 616.08.
9. ALL SIGNS SHALL BE HIGH INTENSITY SHEETING MEETING THE REQUIREMENTS OF AASHTO M268. F. FOR WORK REQUIRING EXTENDED CONSTRUCTION TIME AND PARKING LANE AND SIDEWALK CLOSURE, REFER TO DDOT STANDARD
DRAWING 616.09.
10. PROPOSED SIGNS SHALL BE INSTALLED SO THAT NO PORTION OF THE SIGN PANEL OVERHANGS ADJACENT ROADWAY PAVEMENT, I.E. SHALL G. FOR WORK REQUIRING EXTENDED CONSTRUCTION TIME AND INTERIOR LANE CLOSURE, REFER TO DDOT STANDARD DRAWING
NOT HANG IN FRONT OF A FACE OF CURB. 616.10.

H. FOR WORK REQUIRING EXTENDED CONSTRUCTION TIME AND PARTIAL INTERSECTION CLOSURES, REFER TO DDOT STANDARD
11. PROPOSED SIGN POSTS SHALL BE LOCATED A MINIMUM OF 2 FEET BEHIND ANY ADJACENT FACE OF CURB. IF LOCATED IN OR ADJACENTTO  DRAWINGS 616.11 AND 616.12.

SIDEWALKS, A 32” MINIMUM CLEAR AND 48” PREFERRED PASSING SPACE ON EXISTING AND PROPOSED SIDEWALKS SHALL BE MAINTAINED. l. FOR WORK REQUIRING EXTENDED CONSTRUCTION TIME AND RIGHT TURN LANE CLOSURE, REFER TO DDOT STANDARD DRAWING
616.16.

22. THE PEDESTRIAN SIDEWALKS AND CROSSWALKS MUST REMAIN
OPEN AT ALL TIMES UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

12. PROPOSED SIGNS AT NEW LOCATIONS SHALL BE INSTALLED SO THEY DO NOT BLOCK THE VISIBILITY OF ANY EXISTING SIGNS OR SIGNALS.

13. PROPOSED SIGNS AND POSTS SHALL BE CLEAR OF EXISTING FIRE HYDRANTS, SURFACE UTILITY, AND OVERHEAD UTILITY EQUIPMENT A

MINIMUM OF 10 FEET. 23. SIGNS SHALL BE INSTALLED PRIOR TO THE COMMENCEMENT OF WORK

AND REMOVED IMMEDIATELY AFTER COMPLETION OF ACTIVITIES.

14. FOR NEW POST INSTALLATION, THE CONTRACTOR SHALL VERIFY THAT THERE ARE NO CONFLICTING UNDERGROUND OR OVERHEAD 24. FULL VIEW OF ADVANCE WARNING SIGNS SHALL BE CLEAR OF
UTILITIES. OBSTRUCTION ON APPROACH TO WORK ZONE.
FINAL SUBMITTAL: DECEMBER, 2013
15. SIGNS MOUNTED TO EXISTING LIGHT, SIGNAL OR UTILITY POLES SHALL BE FASTENED WITH A MANUFACTURED STEEL BANDING SYSTEM. 25. THE CONTRACTOR SHALL OBTAIN A DCRA NOISE PERMIT FOR
WEEKEND AND NIGAT-TINE WORK D.C. DEPARTMENT OF TRANSPORTATION
POLES SHALL NOT BE DRILLED DIRECTLY. THE CONTRACTOR SHALL SUBMIT MANUFACTURER INFORMATION ON THE BANDING SYSTEM TO THE POLICY. PLANNING. AND SUSTAINABILITY ADMINISTRATION
ENGINEER FOR APPROVAL PRIOR TO INSTALLATION. THE COST FOR MOUNTING SIGNS IS INCLUDED IN THE UNIT BID PRICE FOR 620 014 TRAFFIC 26 ALL AFFECTED TRAVEL LANES SHALL MAINTAIN A 10-FOOT MINIMUM BICYCLE AND PEDESTRIAN PROGRAM
SIGN PANELS. WIDTH UNLESS OTHERWISE DIRECTED BY THE ENGINEER. rosEr e ey
M ST, N.W. CYCLE TRACK PROJECT PROKCT 0. Gy
FROM PENNSYLVAN|A AVE, NW, CHECKED BY MJG
16. IF SIGN INSTALLATION IS SHOWN ON A POLE THAT IS NOT OWNED BY THE CITY, WRITTEN PERMISSION MUST BE OBTAINED FROM THE 1 oL UPDATED T0_EFLEoT NEW rawpsHRE AVE consTAuGTON] e | 1221 O MASSACHUSETTS AVE. N.W cram By GPY
2 |PLAN UPDATED TO REFLECT CHANGES TO PARKING SIGN PY 12 /18 /13 o PROJECT MGR. __ MJG
OWNER (UTILITY COMPANY OR PROPERTY OWNER). THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING REQUIRED PERMISSION. e : —
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DETAIL OF PAVEMENT MARKINGS (IF SHOWN)

ROADWAY

1. APPROACH LANE LINES TO A SIGNALIZED INTERSECTION - FOUR INCH WIDE, SOLID WHITE LINES.
BEGIN AT STOP LINE AND CONTINUE FOR NINETY FEET UNLESS OTHERWISE NOTED.

2. BROKEN (DASH) LINES

A. FOUR INCHES WIDE, TEN FEET LONG; SKIP SPACES THIRTY FEET LONG. THE LAST DASH LINE OF EACH BLOCK
WILL VARY IN LENGTH. IF IT IS SHORTER THAN TEN FEET, CONNECT TO NEXT TO LAST DASH LINE.

B. DASH LINES STOP ONE FOOT BEFORE CROSSWALK BACK EDGE LINE.

3. DOTTED LINES - SINGLE SOLID WHITE LINE, FOUR INCHES WIDE, TWO FEET LONG; SKIP SPACES FOUR FEET LONG.
DOUBLE YELLOW LINE, FOUR INCHES WIDE, LOCATED FOUR INCHES APART; SKIP SPACES, FOUR FEET LONG.

4. ARROW OR TEXT MARKINGS - SPACED THIRTY-TWO FEET APART, UNLESS OTHERWISE NOTED.
SPACED FIFTEEN FEET FROM CROSSWALK.

BIKE LANES

1. ADJACENT TO PARKING LANE - SOLID WHITE LINE, 4 INCHES WIDE UNLESS OTHERWISE NOTED.
2. ADJACENT TO TRAVEL LANE - SOLID WHITE LINE, 6 INCHES WIDE UNLESS OTHERWISE NOTED.

STOP LINES

1. ONE FOOT WIDE (UNLESS OTHERWISE NOTED), LOCATED SIX FEET BEFORE CROSSWALK.
CROSSWALKS

1. PEDESTRIAN CROSSWALK - TEN FEET WIDE, UNLESS OTHERWISE NOTED.
A. EDGE LINES - SOLID WHITE LINES, SIX INCHES WIDE.

B. STRIPED CROSSWALKS - TWO FOOT WIDE WHITE STRIPES WITH TWO FOOT WIDE SPACING.
MAKE STRIPES PARALLEL TO CURB LINE OF STREET.

C. ALL HANDICAP RAMPS MUST BE LOCATED WITHIN A CROSSWALK, INCLUDING SIDE FLARES OF RAMPS.
ONE SIDE FLARE MUST ALIGN WITH BACK EDGE OF CROSSWALK IF CROSSWALK WIDTH IS GREATER THAN
FIFTEEN FEET. MAXIMUM WIDTH OF CROSSWALK IS TWENTY FEET.

PARKING STALLS

1. SINGLE SOLID WHITE LINE, FOUR INCHES WIDE.

NO PARKING ZONES/BUFFER

1. OUTER BUFFER/PARKING AISLE EDGE - SINGLE SOLID WHITE LINE, FOUR INCHES WIDE, UNLESS OTHERWISE NOTED.
2. INNER BUFFER EDGE - SINGLE SOLID WHITE LINE, FOUR INCHES WIDE.

3. DIAGONAL OR CHEVRON BUFFER - SINGLE SOLID WHITE LINE, SIX INCHES WIDE, FORTY-FIVE DEGREE ANGLE,
FIVE FOOT ON CENTER SPACING, UNLESS OTHERWISE NOTED.

MARKING LEGEND

EXISTING PROPOSED

4” DSYCL

4”7 BYCL

4” DDYCL

6" SWCHL

6°—24" SYCHL

127 S|
IIIIII CW
- >
—
—
-~ ¥

TOW ZONE
NO
STOPPING
ANYTIME
<—h

SIGN AND POST

BICYCLE LANE SYMBOL

SHARED LANE SYMBOL

4" SOLID WHITE LANE LINE OR INSIDE BICYCLE LANE LINE

6" SOLID WHITE OUTSIDE BICYCLE LANE LINE
4" BROKEN WHITE LANE LINE (10' STRIPE, 30' SKIP)

4" DOTTED WHITE ILINE (2' STRIPE, 4' SKIP)
6" DOTTED WHITE LINE (2' STRIPE, 4' SKIP)
4" SOLID YELLOW LANE LINE

4" SOLID YELLOW CENTERLINE

4" DOUBLE SOLID YELLOW CENTERLINE
4" DOUBLE BROKEN YELLOW CENTERLINE (10' STRIPE, 30' SKIP)

4" DOUBLE DOTTED YELLOW CENTERLINE (2' STRIPE, 4' SKIP)

4" SOLID YELLOW LANE LINE WITH 4" BROKEN YELLOW LANE LINE
(10' STRIPE, 30' SKIP)

6" SOLID WHITE CHANNELIZATION LINE
6"-24" SOLID YELLOW CHANNELIZATION LINE
12" STOP LINE

CROSSWALK WITH 6" SWL FOR PARALLEL LINES AND 2' SWL
(4' O.C. AT 90° ALIGNED WITH CURB, UNLESS OTHERWISE NOTED)

GORE MARKINGS WITH 6" SWCHL OR 6"-24" SYCHL
(5" O.C. AT 45° UNLESS OTHERWISE NOTED)

WHITE PAVEMENT ARROW AND TEXT

COLORIZED COATING

NEW OR RELOCATED SIGN
EXISTING FIRE HYDRANT

PROPOSED FLEXIBLE BOLLARD

FINAL SUBMITTAL: DECEMBER, 2013

BICYCLE AND PEDESTRIAN PROGRAM

D.C. DEPARTMENT OF TRANSPORTATION
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
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GENERAL NOTES:
LEGEND:

1. ALL DIMENSIONS ARE TO THE FACE OF CURB UNLESS OTHERWISE

G NOTED.
L PROPOSED MEDIAN WITH GRANITE CURB
2. SEE SHEET 3 FOR CORRESPONDING CONSTRUCTION LAYOUT
TABLE.

PROPOSED CYCLE TRACK

Z
O
A
\|
L
N 451,397.11

E 1,300,593.30 (L2 X4 PROPOSED GRAVEL BED

...... EXISTING RAIN GARDEN

BICYCLE AND PEDESTRIAN PROGRAM

N
((\C I R T D.C. DEPARTMENT OF TRANSPORTATION
¢ M S E E N VV POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
)

M ST, N.W. CYCLE TRACK PROJECT PROJECTENS, U
1 FROM PENNSYLVANIA AVE, N.W., R
> MEDIAN CURB CUT DETAIL IPM 08/20/2013 TO MASSACHUSETTS AVE, NW Sgg\j\g\({;LGR -
¢ DIVISION CHIEF
é 5 0 5 0 9. MEDIAN CURB CUT DETAIL 2
e e ! — A DESCRIPTION NAME DATE CONSTRUCTION LAYOUT PLAN
SCALE =10 District Department of Transportation REVISIONS | —




CONSTRUCTION LAYOUT TABLE:

ID NORTHING EASTING DESCRIPTION
A 451241.3 1300714.68 FACE OF MEDIAN CURB
B 451240.45 1300715.07 RADIUS POINT (R=00.86')
C 451239.59 1300715.07 FACE OF MEDIAN CURB
D 451239.67 1300720.19 FACE OF MEDIAN CURB
E 451254.16 1300720.11 RADIUS POINT (R=14.75)
F 451243.1 1300729.48 EDGE OF MEDIAN CURB
G 451230.54 1300743.48 RADIUS POINT (R=25.5")
H 451248.07 1300735.93 FACE OF MEDIAN CURB
I 451254.06 1300749.37 FACE OF MEDIAN CURB
J 451256.27 1300748.39 FACE OF MEDIAN CURB
K 451257.31 1300750.78 FACE OF MEDIAN CURB
L 451255.12 1300751.75 FACE OF MEDIAN CURB
M 451262.95 1300769.29 FACE OF MEDIAN CURB
N 451265.1 1300768.33 FACE OF MEDIAN CURB
O 451266.15 1300770.71 FACE OF MEDIAN CURB
P 451264.01 1300771.65 FACE OF MEDIAN CURB
Q 451271.85 1300789.23 FACE OF MEDIAN CURB
R 451273.93 1300788.31 FACE OF MEDIAN CURB
S 451274.95 1300790.95 FACE OF MEDIAN CURB
T 451272.9 1300791.6 FACE OF MEDIAN CURB
U 451276.19 1300799.41 FACE OF MEDIAN CURB
V 451277.28 1300798.88 RADIUS POINT (R=1.22')
W 451278.42 1300798.45 EDGE OF MEDIAN CURB
X 451256.97 1300771.89 FACE OF CURB
Y 451254.54 1300772.98 FACE OF CURB
Z 451252.56 1300773.86 EDGE OF ROCK BED
AA 451253.61 1300776.22 EDGE OF ROCK BED
AB 451255.59 1300775.34 FACE OF CURB
AC 451258.03 1300774.23 FACE OF CURB

GENERAL NOTES:

1. SEE MEDIAN CURB CUT DETAIL 2 FOR
CORRESPONDING CONSTRUCTION LAYOUT
PLAN

2. ALL RADIUS POINTS ARE FOR FACE OF CURB.

D.C. DEPARTMENT OF TRANSPORTATION
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
BICYCLE AND PEDESTRIAN PROGRAM

MEDIAN CURB CUT DETAIL IPM

08/20/2013

M ST, NW. CYCLE TRACK PROJECT
FROM PENNSYLVANIA AVE, N.W.,
TO MASSACHUSETTS AVE, N.W.

PROJECT ENG. IPM
DESIGNED BY IPM
CHECKED BY RCS
DRAWNBY_____ IPM
PROJECTMGR. _RCS

District Department of Transportation

NO

DESCRIPTION NAME

DATE

REVISIONS

MEDIAN CURB CUT DETAIL 3
CONSTRUCTION LAYOUT TABLE

DIVISION CHIEF

DATE 09/09/2013

FILE
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, TRAVEL 3' e
LANE

CHEVRON - 8 INCH WHITE,
45 DEGREES FROM EDGE OF
CYCLE TRACK AND PARKING
LANE LINE, 10' DISTANCE TO

CENTER OF LINES.

FACE OF CURB

3" FLEX POSTS IN CENTER OF
BUFFER LANE SPACED 10" APART
UNLESS PLACED OTHERWISE

LANE LINE - 6 INCH WHITE LINE

ONE-WAY CYCLE TRACK -
5 FOOT MINIMUM WIDTH

DIRECTION OF
CYCLE TRAFFIC

DIRECTION OF
TRAFFIC

ADJACENT TO ONE WAY TRAFFIC
OR PARKING LANE

BUFFER LINE - 4 INCH WHITE LINE

CYCLE TRACK SYMBOL PLACEMENT NOTES:

1. DO NOT PLACE SYMBOLS ON LANE

LINES.

2. PLACE LANE SYMBOLS WITHIN CENTER

OF EACH CYCLE TRACK LANE.

3. SEE PLAN SHEETS FOR SYMBOL

LOCATIONS.
—y 3'25" _— _ &
N O
m I3p)
T — !
SECTION A-A
— =B -
o Q ; WHITE REFLECTIVE
° 2 A TAPE (TYP.)
——B SECTION B-B
HOLES FOR BASE MOUNT
CHANNELIZER
. 2N POST, TYP.
o BASE
POST IS RETAINED TO SHOWN WITH TYPICAL
BASE WITH 2 PINS REFLECTIVE TAPE APPLIED

28" WHITE FLEXIBLE CHANNELIZER

POST DETAIL

N.T.S.

NOTES:

1.
2.
3.
4.

INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
DIMENSIONS, MATERIALS, AND ATTACHMENTS MAY VARY BETWEEN MANUFACTURERS.
COLOR OF POST SHALL MATCH COLOR OF APPLICABLE EDGE LINE.

SUGGESTED MANUFACTURERS INCLUDE: FILTRONA EXTRUSIONS, SAFE-HIT, CARSONITE

COMPOSITES, QWICK KURB, BENT MANUFACTURING, & IMPACT RECOVERY SYSTEMS.

NOTE:

1.LATERAL PAVEMENT MARKING DIMENSIONS
ARE TYPICALLY MEASURED TO AN ADJACENT
FACE OF CURB OR TO THE CENTERLINE OF AN
ADJACENT PAVEMENT MARKING AS SHOWN IN
THE DRAWINGS.

FACE OF CURB—

CURB SECTION

TYPICAL LATERAL STRIPING
DIMENSIONS

N.T.S.

42"

-

6"

— _—
—el} — ‘

6"

6"

"
CHEVRONS
(REFER TO SHARED LANE

SYMBOL)
N.T.S.

——

NOTE:
SEE THE MANUAL ON UNIFORM

THERMOPLASTIC PAVEMENT MARKING, © TRAFFIC CONTROL DEVICES (MUTCD)
ARROW FOR MORE DETAILS
-4
—® -
&

NOTE- SEE THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (MUTCD) | 3t |

0 0

CYCLIST SYMBOL o

FOR MORE DETAILS '
THERMOPLASTIC PAVEMENT MARKING, ?
4|

BICYCLE LANE SYMBOL

SHARED LANE SYMBOL

N.T.S. N.T.S.
T L ‘
3'6" 3'6"
BIKE LANE SYMBOL BIKE LANE SYMBOL
IN LT/THRU LANES IN BIKE BOXES
N.T.S. N.T.S.

FINAL SUBMITTAL: DECEMBER, 2013

D.C. DEPARTMENT OF TRANSPORTATION
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
BICYCLE AND PEDESTRIAN PROGRAM

District Department of Transportation REVISIONS

M ST, N.W. CYCLE TRACK PROJECT ProvcT e, eP
FROM PENNSYLVANIA A\/E, NW, CHECKED BY ___ MG
1 |PLAN UPDATED TO REFLECT NEW HAMPSHIRE AVE CONSTRUCTION MJG 12 /12 /13 GPY
TO MASSACHUSETTS AVE, N.W. DRANN BY—GFY__
2 |PLAN UPDATED TO REFLECT CHANGES TO PARKING SIGNS GPY 12 /18 /13 PROJECT MGR. ___M&
DIVISION CHIEF
DETA”_ SHEET - 2 DATE DECEMBER 18, 2013
NO DESCRIPTION NAME DATE
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19"

30"

175 4 SIGN NUMBER | R10—15b (R) MOD 3.3
SIGN NUMBER RO-6 SIGN NUMBER R4—11 WIDTH x HGHT. 30" x 2'—8" TU R N I N G T3"EM
FONT C 2000 5" FONT D 2000 SORDER WIDTH | 0.63” i
WIDTH x HGHT. | 127 x 18" WIDTH x HGHT. | 30" x 30” CORNER BADILS W.WB” 16.9" T2-3"
BORDER WIDTH | 0.375" BORDER WIDTH | 0.63” g : VEHICLES 3p |18¥
CORNER RADIUS | 1.5" —1.25" CORNER RADIUS | 1.13" MOUNTING Ground 1
MOUNTING Ground 18" o MOUNTING Ground BACKGROUND TYPE: Reflective o 4.9
BACKGROUND TYPE:  Reflective | BACKGROUND TYPE:  Reflective COLOR: White /Yellow N | 1
COLOR: White o COLOR: White LEGEND/BORDER | TYPE:  Reflective ¥e 1
LEGEND/BORDER | TYPE:  Reflective LEGEND/BORDER | TYPE:  Reflective 3" : )
COLOR: Black,/Black —1 COLOR: Black,/Black 30" COLOR: Black/Black 102 7.9"
2" . 10.1"
4 T T
2" 3.3" |33
3
o
o
18"
1 |
R4-1 1 SIGN NUMBER | CUSTOM T / \ 15"
FONT C 2000
N.T.S. } 12" } WIDTH x HGHT. | 12" x 18"
B BORDER WIDTH | 0.375” 5
1.75" CORNER RADIUS | 1.5” 1
SIGN NUMBER | CUSTOM MOUNTING Eround _ T
ot = 000 o BACKGROUND TYPE.. Reflostive S I G NAL )5
WIDTH x HGHT. | 12" x 18" COLOR: White _
SORDER Wit 03757 LEGEND/BORDER | TYPE:  Reflective K J "
“oRNER RADiDs o L 4 opn COLOR: Black,/Black 1
MOUNTING Ground 18" on
BACKGROUND TYPE:  Reflective |
COLOR: White ) CUSTOM
LEGEND/BORDER | TYPE:  Reflective 2
COLOR: Black,/Black —1"
N.T.S.
o
1 g
R4'8 NTS SIGN NUMBER R10—11b
W4-1b W
" " WIDTH x HGHT. |24” x 24~
30!! X 30!! 24 X 18 ‘ 36" | BORDER WIDTH 0.875"
- - CORNER RADIUS | 2.25”
NTS / \ 3 MOUNTING 04
NTS BACKGROUND TYPE:  Reflective
COLOR: White
LEGEND/BORDER | TYPE:  Reflective
- COLOR: Black/Black
SIGN NUMBER |R3-8 — variable ced
FONT D 2000
WIDTH x HGHT. | 36" x 24" 12"
BORDER WIDTH | 0.875"
CORNER RADIUS | 2.25” 24" .
MOUNTING Ground 1
BACKGROUND TYPE:  Reflective
COLOR: White 15
LEGEND/BORDER | TYPE:  Reflective —_—T R1 0—1 1 b
COLOR: Black/Black 12"
-
N.T.S.
\ J 25"
FINAL SUBMITTAL: DECEMBER, 2013
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
SIGN DET /\ ILS BICYCLE AND PEDESTRIAN PROGRAM
M ST, N.W.CYCLE TRACK PROJECT PROJECT ENG. _GPY
OM-3R FROM PENNSYLVANIA AVE, N.W., checKD oy ___MiG
1 |PLAN UPDATED TO REFLECT NEW HAMPSHIRE AVE CONSTRUCTION MJG 12 /12 /13 DRAWN BY. GPY
" " 2 |PLAN UPDATED TO REFLECT CHANGES TO PARKING SIGNS GPY 12 /18 /13 TO MASSACHUSETTS AVE’ NW PROJECT MGR. _ MG
36" x 12 DIVISION CHIEF
I.S. o DETAIL SHEET - 3
NO DESCRIPTION NAME DATE
: - ’ FILE
District Department of Transportation REVISIONS S




SIGN NUMBER D111

FONT C 2000

WIDTH x HGHT. 24”7 x 18”7

BORDER WIDTH 0.38”"

CORNER RADIUS | 1.57

MOUNTING Ground

BACKGROUND TYPE: Reflective
COLOR:White/Yellow Green

LEGEND/BORDER | TYPE: Reflective

COLOR: White/White

SIGN NUMBER D11

FONT C 2000

WIDTH x HGHT. 247 x 97

BORDER WIDTH 0.38”"

CORNER RADIUS | 1.57

MOUNTING Ground

BACKGROUND TYPE: Reflective
COLOR:White/Yellow Green

LEGEND/BORDER | TYPE: Reflective
COLOR: White/White

SIGN NUMBER D1-1

FONT C 2000

WIDTH x HGHT. 247 x 67

BORDER WIDTH 0.38”"

CORNER RADIUS | 1.57

MOUNTING Ground

BACKGROUND TYPE: Reflective
COLOR:White/Yellow Green

LEGEND/BORDER | TYPE: Reflective

COLOR: White/White

18"

-]

[

W

BIKE ROUTE

DISTRICT DEPARTMENT OF TRANSPORTATION

)

D11-1 - DC BIKE ROUTE

N.T.S.

p
ADAMS
MORGAN = .8

2

N\

24"

=‘\

D1-1 - "ADAMS MORGAN" SUBPLATE

N.T.S.

DUPONT CIR. =p .3)

24"

D1-1 - "TAKOMA" SUBPLATE

‘i

i
1.75"
13
8.75"
1
|
2"
Y
i
2.5"
—0.75"
—0.50"
1.75"
Y
i i
2"
Y
i
2"
Y 1
"“ 71 "
i
" n
\ 2
Y
" “
2"
| Y
o 2.25"
o 1.5"
" 2.25"

N.T.S.

BIKE ROUTE SIGN DETAILS

KEY BRIDGE
USE SIDEWALK

N

L STREET _
[4_ CYCLE TRACK

N

« GEORGE WASH
UNIVERSITY 4

N

FARRAGUT
o

W™~

)

PENN. AVE _
[(_CYCLE TRACK

MOUNT 16
PLEASANT )

N

ADAMS
[ MORGAN ~ ¥ -

*)

N

CAPITAL 9
[(_ CRESCENT TRAIL

[CAPITAL —) 7

CRESCENT TRAIL

~

(1 ROSSLYN .4)
(T KEY BRIDGE .5)

Aecoroerom 11
T
e vevomnoe 2
revonoos > o

D1-1 - 6" SUBPLATES

CAPITAL 5
CRESCENT TRAIL

D1-1 and D1-1a - 9" SUBPLATES

N.T.S.

N.T.S.

FINAL SUBMITTAL: DECEMBER, 2013

D.C. DEPARTMENT OF TRANSPORTATION
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
BICYCLE AND PEDESTRIAN PROGRAM

d.

1 |PLAN UPDATED TO REFLECT NEW HAMPSHIRE AVE CONSTRUCTION

MJG

12 /12 /13

2 |PLAN UPDATED TO REFLECT CHANGES TO PARKING SIGNS

GPY

12 /18 /13

M ST, NW. CYCLE TRACK PROJECT
FROM PENNSYLVANIA AVE, N.W.,
TO MASSACHUSETTS AVE, N.W.

PROJECT ENG. GPY

DESIGNED BY GPY
CHECKED BY MJG
DRAWN BY. GPY

PROJECT MGR. MJG

NO DESCRIPTION

NAME

DATE

District Department of Transportation REVISIONS

DETAIL SHEET - 4

DIVISION CHIEF

DATE DECEMBER 18, 2013

FILE

SHEET 06 OF 28




STANDING
or PARKING

ANYTIME

F TOWED CALL 31

R7-1A (L)
N.T.S.

/ﬂ HOUR

PARKING

7:00AM-6:30PM
MONDAY-SATURDAY

NO TIME LIMIT PARKING
6:30PM-10PM
MON-SAT

\ PAY TO PARK /
R7-2H (L)
N.T.S.

/ TOW AWAY \

15 MINUTE
PARKING

HOTEL GUEST

LOADING

/ﬂ HOUR )

7:00AM-6:30PM
MONDAY-SATURDAY

MOTORCYCLE
PARKING

NO TIME LIMIT PARKING
6:30PM-10PM

MON-SAT

3 :

PAY TO PARK

R7-2M (L/R)

N.T.S.

STANDING

or PARKING
ANYTIME

F TOWED CALL 31

R7-1A (R)
N.T.S.

/ﬂ HOUR

PARKING

7:00AM-6:30PM
MONDAY-SATURDAY

NO TIME LIMIT PARKING
6:30PM-10PM
MON-SAT

\ PAY TO PARK /
R7-2H (R)
N.T.S.

f TOW AWAY \

NO PARKING

VALET STAGING ZONE
VEHICLES ONLY

5PM-12:00AM
MONDAY-THURSDA

5PM-4:00AM
FRIDAY-SATURDAY

—

F TOWED CALL 311

R7-6D (R)

N.T.S.

/ TOW AWAY \
NO

PARKING

EXCEPT OFFICIAL
GOVERNMENT
VEHICLES

9:30AM-4PM
MONDAY-FRIDAY

F TOWED CALL 3

R7-7a (L)
N.T.S.

STANDING
or PARKING
ANYTIME

TOWED CALL 31

R7-1A (L/R)
N.T.S.

/ﬂ HOUR

PARKING

7:00AM-6:30PM
MONDAY-SATURDAY

NO TIME LIMIT PARKING
6:30PM-10PM
MON-SAT

\ PAY TO PARK /

R7-2H (L/R)
N.T.S.

e \
RESERVED
PARKING

R7-8 (L)

N.T.S.

/ TOW AWAY \
NO

PARKING

EXCEPT OFFICIAL
GOVERNMENT
VEHICLES

9:30AM-4PM
MONDAY-FRIDAY

F TOWED CALL 3

R7-7a (R)
N.T.S.

F TOWED CALL 3

R7-1B (L)
N.T.S.

—_Tow away )

NO
STANDING
OR PARKING

7AM - 9:30AM

4PM - 6:30PM
MONDAY-FRIDAY

TOWED CALL 31

R7-21 (L)
N.T.S.

/A o

NO PARKING

ENTRANCE

7AM-6:30PM
MONDAY-FRIDAY

R7-9 (L)

N.T.S.

F TOWED CALL 31

R7-1B (R)
N.T.S.

/ TOW AWAY \

NO
STANDING
OR PARKING

7AM - 9:30AM

4PM - 6:30PM
MONDAY-FRIDAY

TOWED CALL 31

R7-2| (R)
N.T.S.

/A D

NO PARKING

ENTRANCE

7TAM-6:30PM
MONDAY-FRIDAY

TOW AWAY

TWO HOUR
PARKING

LIMIT IN ZONE 2

7AM-8:30PM
MONDAY-FRIDAY

e

ZONE 2 PERMIT
OLDERS EXCEPT

R7-2C (L)

N.T.S.

/ TOW AWAY \

NO
STANDING
OR PARKING
7AM - 9:30AM
4PM - 6:30PM
MONDAY-FRIDAY

TOWED CALL 31
R7-21 (L/R)

N.T.S.

PARKING

7TAM-10PM
ONDAY-SATURDA

TOWED CALL 31

R7-2J (L)

N.T.S.

TOW AWAY

TWO HOUR
PARKING

LIMIT IN ZONE 2

7AM-8:30PM
MONDAY-FRIDAY

—>

ZONE 2 PERMIT
OLDERS EXCEPT

R7-2C (R)
N.T.S.

/ TOW AWAY \

NO PARKING
LOADING ZONE

FOR COMMERCIAL
VEHICLES ONLY

7AM-6:30PM
MONDAY-FRIDAY

F TOWED CALL 3

R7-6C (L)

N.T.S.

PARKING

7TAM-10PM
ONDAY-SATURDAY

/ﬂ HOUR

PARKING
9:30AM-4PM
MONDAY-FRIDAY
7:00AM-6:30PM
SATURDAY

NO TIME LIMIT PARKING
6:30PM-10PM
MON-SAT

\ PAY TO PARK /
R7-2E (L)
N.T.S.

/ TOW AWAY \

NO PARKING
LOADING ZONE

FOR COMMERCIAL

VEHICLES ONLY

7AM-6:30PM
MONDAY-FRIDAY

TOWED CALL 3

R7-6C (R)

—

F TOWED CALL 3
R7-2J (R)

N.T.S.

N.T.S.

/ TOW AWAY \

NO
WAITING IN
BIKE
LANE

/a HOUR

PARKING
9:30AM-4PM
MONDAY-FRIDAY
7:00AM-6:30PM
SATURDAY

NO TIME LIMIT PARKING
6:30PM-10PM
MON-SAT

\ PAY TO PARK /
R7-2E (R)
N.T.S.

/ TOW AWAY \

NO PARKING
LOADING ZONE

FOR COMMERCIAL
VEHICLES ONLY

9:30AM-4PM
MONDAY-FRIDAY

TOWED CALL 3

R7-6D (L)

N.T.S.

@Y HOUR

PARKING
9:30AM-4PM
MONDAY-FRIDAY
7:00AM-6:30PM
SATURDAY

NO TIME LIMIT PARKING
6:30PM-10PM
MON-SAT

3 : )

PAY TO PARK

R7-2E (L/R)
N.T.S.

/ TOW AWAY \

NO PARKING
LOADING ZONE

FOR COMMERCIAL
VEHICLES ONLY

9:30AM-4PM
MONDAY-FRIDAY

—>
A\ IF TOWED CALL 3114
R7-6D (L/R)
N.T.S.

/ﬂ HOUR

PARKING

7:00AM-9:30AM
4:00PM-6:30PM

MONDAY-FRIDAY

NO TIME LIMIT PARKING
6:30PM-10PM
MON-SAT

\ PAY TO PARK /
R7-2G (L)
N.T.S.

/ TOW AWAY \

15 MINUTE
PARKING

HOTEL GUEST

LOADING

F TOWED CALL 3

R7-2K (R)
N.T.S.

PARKING SIGN LEGEND

/ TOW AWAY \

12 HOUR
PARKING

/ TOW AWAY \

12 HOUR
PARKING

MOTORCYCLES
ONLY

7TAM-7PM
ONDAY-SATURDA ONDAY-SATURDAY

TOWED CALL 31 F TOWED CALL 3
R7-2L (L) R7-2L (R) R7-2L (L/R)
N.T.S. N.T.S. N.T.S.

12 HOUR
PARKING

MOTORCYCLES
ONLY

7TAM-7PM

MOTORCYCLES
ONLY

7AM-7PM
ONDAY-SATURDAY

F TOWED CALL 3

FINAL SUBMITTAL: DECEMBER, 2013

D.C. DEPARTMENT OF TRANSPORTATION
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
BICYCLE AND PEDESTRIAN PROGRAM

1 |PLAN UPDATED TO REFLECT NEW HAMPSHIRE AVE CONSTRUCTION

2 |PLAN UPDATED TO REFLECT CHANGES TO PARKING SIGNS

M ST, N.W. CYCLE TRACK PROJECT ProvEcT e e
FROM PENNSYLVANIA AVE, NW, CHECKED BY MJG
. e TO MASSACHUSETTS AVE, N.W. e

DIVISION CHIEF

DETAIL SHEET - 5 DATE _ DECEMBER 18,2013

NO

District Department of Transportation

DESCRIPTION

NAME DATE

REVISIONS

FILE
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M St, NW Cycle Track Sign Quantities (Fabrication)

SIGN QUANTITIES

PAVEMENT MARKING AND FLEXPOST QUANTITIES

Description Unit |Quantity
Quantity Sign Designation | MUTCD/Custom Sign Type Use Sign or Plaque Description Panel Panel Area Dlrectlona-l Arrows, if 12 inch transverse markings (Thermoplastic) L.F. 2000
- E T — e T ———— :’i 1"; S Ap';:'/czb'e 24 inch transverse markings (Thermoplastic) L.F. [ 575
- uide icycle Facilities ike Route Guide - - - -
8 D1-1 MUTCD Guide Bicycle Facilities Bicycle Destination 24 6 1 Left or Up 4 !HCh das_h I!ne (Wh!te) (ThermoplaSt!c) L.F. 9700
8 D1-1 MUTCD Guide Bicycle Facilities Bicycle Destination 24 9 15 Left or Up 4 inch solid line (white) (Thermoplastic) L.F. | 12600
2 D1-1a MUTCD Guide Bicycle Facilities Bicycle Destination 24 6 1 Right 6 inch sold line (white) (Thermoplastic) L.F. | 8106
2 D1-1b MUTCD Guide Bicycle Facilities Bicycle Destination 24 9 1.5 Right 6 inch dash line (white) (Thermoplastic) L.F. 1900
2 R3-8 (1) MUTCD Regulatory Traffic Advance Intersection Lane Control 36 24 6 N/A 8 foot letters (Thermo) EA 136
1 R3-8 (R) MUTCD Regulatory Traffic Advance Intersection Lane Control 36 24 6 N/A 8 foot single arrows (Thermoplastic) EA 41
2 R4-1b (R) MUTCD Regulatory Traffic Double Lane Shift 30 30 6.25 N/A Standard Bicycle SymbOIS (ThermOpIaStiC)(Man and EA 188
1 R4-8 MUTCD Regulatory Traffic Keep Left 18 24 3 N/A Bike = 8ft. and Arrow = 6ft.)
1 OM-3R MUTCD Object Marker Traffic Object Marker (Right) 12 36 3 N/A - — - -
1 R4-11 MUTCD Regulatory Traffic Bikes May Use Full Lane 30 30 6.25 N/A 4 inch skip line (white) (Thermoplastic) L.F. | 9575
1 R9-6 MUTCD Regulatory Traffic Bikes Yield to Peds 12 18 15 N/A Removal of pavement markings S.F. | 5400
1 R10-11b MUTCD Regulatory Traffic No Turn on Red 36 36 9 N/A Green Paint (3 Layers) S.F. | 17025
7 R10-15 (MOD) MUTCD Regulatory Traffic Turning Vehicles Yield to Bikes 36 30 7.5 Right (Diagonal) 28" Flexposts EA 396
2 CUSTOM CUSTOM Regulatory Bicycle Facilities Bikes Use Bike Signal 12 18 1.5 N/A
1 CUSTOM CUSTOM Regulatory Bicycle Facilities Bike Signal 18 12 1.5 N/A
4 R7-1A (L) MUTCD Regulatory Parking No Standing or Parking Anytime 12 18 1.5 Left
6 R7-1A(R) MUTCD Regulatory Parking No Standing or Parking Anytime 12 18 1.5 Right
19 R7-1A(L/R) MUTCD Regulatory Parking No Standing or Parking Anytime 12 18 1.5 Left/Right
3 R7-1B (L) MUTCD Regulatory Parking No Parking 12 18 1.5 Left
4 R7-1B (R) MUTCD Regulatory Parking No Parking 12 18 1.5 Right
1 R7-2C (L) MUTCD Regulatory Parking Two Hour Parking Limitin Zone 2 7 AM-8:30 PM Mon-Fri 12 18 1.5 Left
1 R7-2C(R) MUTCD Regulatory Parking Two Hour Parking Limitin Zone 2 7 AM-8:30 PM Mon-Fri 12 18 1.5 Right
0 R7-2D (R) MUTCD Regulatory Parking 30 Minute Parking 9:30 AM - 4 PM Mon-Sat 12 18 1.5 Right
7 R7-2E (L) MUTCD Regulatory Parking 2 Hour Parking 9:30 AM - 4 PM Mon-Fri 7 AM - 6:30 PM Sat 12 18 1.5 Left
6 R7-2E (R) MUTCD Regulatory Parking 2 Hour Parking 9:30 AM - 4 PM Mon-Fri 7 AM - 6:30 PM Sat 12 18 1.5 Right
2 R7-2E (L/R) MUTCD Regulatory Parking 2 Hour Parking 9:30 AM - 4 PM Mon-Fri 7 AM - 6:30 PM Sat 12 18 1.5 Left/Right
0 R7-2F (L) MUTCD Regulatory Parking 1 Hour Parking 7 AM-6:30 PM Mon-Sat 12 18 1.5 Left
0 R7-2F (R) MUTCD Regulatory Parking 1 Hour Parking 7 AM-6:30 PM Mon-Sat 12 18 1.5 Right
0 R7-2F (L/R) MUTCD Regulatory Parking 1 Hour Parking 7 AM-6:30 PM Mon-Sat 12 18 1.5 Left/Right
1 R7-2G (L) MUTCD Regulatory Parking 2 Hour Parking 7 AM - 9:30 AM 4 PM - 6:30 PM Mon-Fri 12 18 1.5 Left
10 R7-2H (L) MUTCD Regulatory Parking 2 Hour Parking 7 AM - 6:30 PM Mon-Sat 12 18 1.5 Left
11 R7-2H (R) MUTCD Regulatory Parking 2 Hour Parking 7 AM - 6:30 PM Mon-Sat 12 18 1.5 Right
7 R7-2H (L/R) MUTCD Regulatory Parking 2 Hour Parking 7 AM - 6:30 PM Mon-Sat 12 18 1.5 Left/Right
3 R7-21 (L) MUTCD Regulatory Parking No Standing or Parking 7 AM - 9:30 AM, 4 PM - 6:30 PM Mon-Fri 12 18 1.5 Left
3 R7-21 (R) MUTCD Regulatory Parking No Standing or Parking 7 AM - 9:30 AM, 4 PM - 6:30 PM Mon-Fri 12 18 1.5 Right
3 R7-2I (L/R) MUTCD Regulatory Parking No Standing or Parking 7 AM - 9:30 AM, 4 PM - 6:30 PM Mon-Fri 12 18 1.5 Left/Right
1 R7-2J (L) MUTCD Regulatory Parking 2 Hour Parking 9:30 AM - 4 PM Mon-Fri 7 AM - 6:30 PM Sat 12 18 1.5 Left
1 R7-2J (R) MUTCD Regulatory Parking 2 Hour Parking 9:30 AM - 4 PM Mon-Fri 7 AM - 6:30 PM Sat 12 18 1.5 Right
4 R7-6C (L) MUTCD Regulatory Parking No Parking Loading Zone For Commercial Vehicles Only 7 AM - 6:30 PM Mon-Fri 12 18 1.5 Left
4 R7-6C (R) MUTCD Regulatory Parking No Parking Loading Zone For Commercial Vehicles Only 7 AM - 6:30 PM Mon-Fri 12 18 1.5 Right
1 R7-6D (L) MUTCD Regulatory Parking No Parking Loading Zone For Commercial Vehicles Only 9:30 AM - 4 PM Mon-Fri 12 18 1.5 Left
1 R7-6D (L/R) MUTCD Regulatory Parking No Parking Loading Zone For Commercial Vehicles Only 9:30 AM - 4 PM Mon-Fri 12 18 1.5 Left/Right
1 R7-7 (L) MUTCD Regulatory Parking 15 Minute Parking Hotel Gues Loading Only 12 18 1.5 Left
1 R7-7 (R) MUTCD Regulatory Parking 15 Minute Parking Hotel Guest Loading Only 12 18 1.5 Right
1 R7-6D (R) MUTCD Regulatory Parking No Parking Valet Staging Zone Vehicles Only 5 PM - 12 AM Mon-Thur, 5 PM - 4AM Fri- Sat |12 18 1.5 Right
2 R7-8 (L) MUTCD Regulatory Parking Reserved Handicap Parking 12 18 1.5 Left
2 R7-2J (L) MUTCD Regulatory Parking 2 Hour Parking 7 AM - 10 PM Mon-Sat 12 18 1.5 Left
1 R7-2J (R) MUTCD Regulatory Parking 2 Hour Parking 7 AM - 10 PM Mon-Sat 12 18 1.5 Right
1 R7-2K (R) MUTCD Regulatory Bicycle Facilities No Waiting In Bike Lane 12 18 1.5 Right
1 R7-2L (L) MUTCD Regulatory Parking 12 Hour Parking Motorcycles Only 7 AM - 7 PM Mon-Sat 12 18 1.5 Left
1 R7-2L(R) MUTCD Regulatory Parking 12 Hour Parking Motorcycles Only 7 AM -7 PM Mon-Sat 12 18 1.5 Right
1 R7-2L (L/R) MUTCD Regulatory Parking 12 Hour Parking Motorcycles Only 7 AM -7 PM Mon-Sat 12 18 1.5 Left/Right
1 R7-2M (L/R) MUTCD Regulatory Parking 4 Hour 7 AM - 6:30 PM Mon-Sat Motorcycle Parking 12 18 1.5 Left/Right
2 R7-7A (L) MUTCD Regulatory Parking No Parking Except Official Government Vehicles 9:30 AM - 4 PM Mon-Fri 12 18 1.5 Left
1 R7-7A (R) MUTCD Regulatory Parking No Parking Except Official Government Vehicles 9:30 AM - 4 PM Mon-Fri 12 18 1.5 Right
Item Corridor Total
Signs Added 169
Signs Removed | 158 FINAL SUBMITTAL: DECEMBER, 2013
Signs Relocated 19
Poles Removed 8 D.C. DEPARTMENT OF TRANSPORTATION
Pojes Re ocaled s POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
—_— BICYCLE AND PEDESTRIAN PROGRAM
M ST, N.W. CYCLE TRACK PROJECT PHOECT ENG G
FROM PENNSYLVANIA AVE, NW, CHECKED BY MJG
1 |PLAN UPDATED TO REFLECT NEW HAMPSHIRE AVE CONSTRUCTION MJG 12 /12 /18 GPY
2 |PLAN UPDATED TO REFLECT CHANGES TO PARKING SIGNS GPY 12 /18 /13 TO MASSACHUSETTS AVE’ NW EISQ:VE'\ICTB:/IGR, _ MG
DIVISION CHIEF
L DETAIL SHEET - 6
NO DESCRIPTION NAME DATE
District Department of Transportation REVISIONS o




PROPOSED CYCLE RAMP

DEMOLISH EXISTING
BRICK GUTTER WITHIN
PROJECT LIMITS.

24:1 MAX SLOPE PROPOSED CYCLE RAMP

24:1 MAX SLOPE _\

24TH STREET, NW

1/4" SAND-CEMENT JOINT
1/2" EXPANSION JOINT WITH SEALANT —x

PROPOSED GRANITE CURB
(SEE DETAIL 609.02)

PROPOSED CONCRETE BUS PAD

PROPOSED/MODIFIED ADA

RAMP SLOPE.

©12:1 MAX SLOPE

—— RAMP. MAJCH CYCLE TRACK

(SEE DETAIL 601.05)
0.00

8.00'

4.00'

4.00'

BUS STOP PLATFORM WIDTH

2'X3'X2" (NOM) PRESSED
CONC. PAVER

&

— 2% CROSS SLOPE

CYCLE TRAVEL WIDTH

ASPHALT SURFACE COURSE

EXISTING SIDEWALK

TO REMAIN
0.67

9.5mm
/ //— PRIMARY COAT

[

ﬂ 20"

185" (APPROX.)
|'CR-6 WITH 97.5%

=8

EXISTING "MNF" MANHOLE TO REMAIN.
' CONTRACTOR TO COORDINATE RIM
ADJUSTMENT WITH APPROPRIATE

EXISTING STORM MANHOLE TO
REMAIN. CONTRACTOR TO
COORDINATE RIM ADJUSTMENT

MAINTAIN EXISTING . \
GRANITE CURB. 75.66
12.00 12.00' 147" \ 12.00'
|
B 057 Ao A 0.6 \ B
29 oo y i
0.00 S @ 5o o0 | O
A N R = TC
* o e 4 L Q0
U.O)I( U.\J)I(
0.00" B 0.00%
PROPOSED 8" GRANITE CURB DETECTABLE WARNING Y]
SURFACE PAVER INSERT
ADJUST CURB REVEAL TO WITH RAISED DOMES (TYP)
MAINTAIN 2% CROSS SLOPE JURISDICTION.
(SEE DETAIL 609.02) \
M STREET, NW

DETAIL.

NOTE: CURB ELEVATIONS ARE RELATIVE TO PLAN VIEW: 24TH STREET NW AND M STREET NW
EXISTING SIDEWALK AND ROADWAY ELEVATIONS.

SEE SHEET- 19 FOR COMPLETE PLAN VIEW
TOP OF PROPOSED CURB SHALL MATCH EXISTING

TOP OF CURB ELEVATIONS AFTER 2% CROSS SLOPE

ADJUSTMENT. FACE OF CURB REVEAL SHALL

ADJUST FOR CROSS SLOPE AS WELL.

LEGEND:

PROPOSED CURB

PROPOSED ASPHALT
OIS TO DEMOLISH
PROPOSED CR-6
0.00" RELALITVE PROPOSED ELEVATION

10'

WITH DC WATER AND DDOT PER

0 10' 20'

e ———————

SCALE: 1"=20'

\L EXISTING GRANITE

A \ TR | CF CURB TO REMAIN
a I ZI " - A B o COMPACTION
3/4" SAND-CEMENT
7 SITTING BED
. EXISTING ROADWAY
TACK COAT 1/4" EXP. JOINT SURFACE AFTER 2" MILL
EXISTING ASPHALT 4.0" PCC BASE
3.25" (APPROX.) CR-6
Q ONSITE MEDIAN CONSTRUCTION DETAIL
A
SCALE: N.T.S.
1/2" PREF. EXPANSION JOINT
SURFACE COURSE
9.5mm _\ 75.66'
PROPOSED CYCLE
RAMP 12.00' | \ 51.66' / 12.00' Eiﬁl'zOSED CYCLE
‘ \ ) / 1/2" PREF.
15 EXPANSION JOINT

2.00'
0.00

" {COMPACTION . -

0.00

\TACK COAT

EXISTING ROADWAY
SURFACE

1/4" SAND-CEMENT JOINT

\TACK COAT

\\ PRIMARY COAT

.

ONSITE CYCLE RAMP CONSTRUCTION DETAIL

EXISTING ROADWAY SURFACE
AFTER 2" MILL (ADJUST MILL
DEPTH TO ACCOMADATE
MINIMUM PCC DEPTH AT RAMP).

4" PCC

EXISTING ROADWAY
SURFACE

(2

SCALE: N.T.S.

2'X3'X2" (NOM) PRESSED

CONC. PAVER

1/2" EXPANSION JOING WITH SEALANT

75.66'

3/4" SAND-CEMENT
/ SITTING BED

/ 1/2" PREF. EXPANSION JOINT

PROPOSED GRANITE CURB

\ 69.66'

/

/

12.00'

(SEE DETAIL 609.02)

N

\ 20

/ 3/4"—

PROPOSED MODIFIED
" HANDICAP RAMP

I/

! |

PR,

X
—

.v.‘..< —_—
-
—

- T —
2 e . T e .. AR . . - 5
. e A e e L R
* L8 e L, ¥ o N P B DU B R
s T . g A L P LAY

GG PCoRRE . .

- T e 0 0 LT - - :
R g ae Tan e .
- e L, a )
R 4 R

— 2
M o

e g

EXISTING
ROADWAY
SURFACE

EXISTING ROADWAY
SURFACE

\TACK COAT

\\ PRIMARY COAT

\

EXISTING ROADWAY SURFACE

AFTER 2" MILL (ADJUST MILL

DEPTH TO ACCOMADATE
MINIMUM PCC DEPTH AT RAMP).

ONSITE CYCLE RAMP CONSTRUCTION DETAIL

i =1 0.00
\I\wz" PREF.

EXPANSION JOINT

4" PCC
DETECTABLE WARNING

SURFACE PAVER INSERT
WITH RAISED DOMES (TYP)

(&

SCALE: N.T.S.

D.C. DEPARTMENT OF TRANSPORTATION
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
BICYCLE AND PEDESTRIAN PROGRAM

District Department of Transportation

M ST, N.W. CYCLE TRACK PROJECT ~ |rroicren e
FROM PENNSYLVANIA AVE, N.W., CHECKEDBY ___RCS
1 BIKE LANE AND BUS PAD DETAIL IPM 08/20/2013 TO MASSACHUSETTS AVE, N.W. EEQKE%?LGR' :(l;ns
DIVISION CHIEF
BIKE LANE AND BUS PAD DETAIL
NO DESCRIPTION NAME DATE
REVISIONS SHEET 9 OF 28




p:\403I5\dc standard drawings\ final \UNCHANGED\609-02.DGN

Friday, April 03, 2009 AT 12:8 PM

FINISH *1/2"
_j e— BATTER I"IN 12" (BATTER OR VERTICAL, OPTIONAL)
NI - | K 8 CURB FACE, 7" TO 9" REVEAL
\ | [ FACE TO BE FINISHED FOR R 2"
_;\ (R=MAX REVEAL AS SHOWN ON PLANS)
o
*
SLOPE OF GUTTER
.
x —~——— 2" SURFACE COURSE
Y eV , SUPERPAVE H.A.C.P.
< V . o
S v+ e——10"PCC BASE
= - v v . - . v s .
~ .v. ’.viv~~".'.‘| .
“vf ’ ‘V.f_'v.,.vl‘v.;vv
: (7 - ™ gemove pROR TIE ROD ASSEMBLY
TO PLACING
PCC DRY MIX. CUTTER
ROUGH FINISH /5",
SEE NOTE 3
8" x 12" GRANITE CURB
(WITH PCC GUTTER)
FINISH =1 /2"
a— BATTER I"IN [2"
N\e 1. & ]
CURB FACE, 7' TO 9" REVEAL
[ FACE TO BE FINISHED FOR R 2"
] 3 (R=MAX REVEAL AS SHOWN ON PLANS)
.
<
& ~—— 2" SURFACE COURSE
: = SUPERPAVE H.A.C.P.
e o 70 fl=——10"PCC BASE
L ~‘7ir.v‘.\v L
N ~"vv~'§<f e
> 7 - - NOTES:
roucH FNSH 1y, ) 4| " REMOVE PRIOR
1725 TO PLACING 1. CONDITIONS AT BACK OF CURB VARY AND ARE AS SHOWN ON THE CONTRACT PLANS.
SEE NOTE 3 PCC DRY MIX BASE
2. PCC DRY MIX SHALL BE PER DDOT STANDARD SPECIFICATIONS, SECTION 801.
IT SHALL MAINTAIN THE SAME TIME LIMITS AS PCC AND SHALL BE WATERED
DOWN AFTER SETTING OF GRANITE CURB.
8" x 12" GRANITE CURB 3. THE MINIMUM DEPTH TO CONCAVE SURFACE ON ROUGH FINISH SHALL BE 10 IN.
(WITHOUT PCC GUTTER)
4. GRANITE CURBS ARE SHOWN WITH A COMPOSITE PAVEMENT SECTION.
5. % LOW SIDE - 1 IN. PER FT. TOWARD CURB
% HIGH SIDE - 54 IN. PER FT. AWAY FROM CURB
6. A 6 IN. MIN. LAYER OF GRADED AGGREGATE BASE SHALL BE PLACED BENEATH
THE ROADWAY AND CURB AND GUTTER AND IS NOT SHOWN FOR CLARITY.
RECOMMENDED: DISTRICT OF COLUMBIA
DEPUTY CHIEF ENGINEER DEPARTMENT OF TRANSPORTATION
TYPES OF GRANITE CURBS
REVISED APPROVED:
ISSUED: DWG. NO. 609.02
REFERENCE CHIEF TRANSPORTATION ENGINEER SHEET 10 OF 28
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VARIES *

VARIES-SEE CROSS SLOPE DATA

7 (TYP.)

-0

SIDEWALK

SURFACE COURSE

12" REINFORCED PCC

BASE COURSE

AGGREGATE BASE

* WIDTH DEPENDS ON ROADWAY CONF [GURATION.
CONSULT WITH DDOT OFFICE OF MASS TRANSIT.

\—PCC BASE

RECOMMENDED:

DEPUTY CHIEF ENGINEER

12" PCC BUS PAD

DATE

APPR.

REVISED

ISSUED:

REFERENCE

APPROVED:

TYPICAL SECTION

CHIEF TRANSPORTATION ENGINEER

d.

DISTRICT OF COLUMBIA
DEPARTMENT OF TRANSPORTATION

DWG. NO. 601.05 SHEET11aOF 28
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MEDIAN

PCC PAVEMENT

8" RADIUS

VARIES

BRICK PAVING
/2" PREF. EXP. JT. FILLER

PCC CURB AND GUTTER

- 2.0%2 v

(SEE NOTE 1)

AC SURFACE

TIE DEVICE

/2" EXPANSION JOINT
T (TYP.)
|

SEE NOTE 5

MEDIAN &

SEE NOTE 5

ISLAND OPENINGS

NOTES:

1.

CURBS MAY BE GRANITE.,
DRAWING NO.

SEE DDOT STANDARD
609.02.

O O O ~ S . ‘  k;;‘\\L
D08 FD55018 SDT5008 DTN B TS T So=trs] PCC BASE
Qe @LEN o e N sCi@rEiN s R/ N oS i@r iV sl
OB N VOB OB SIS 0O OS0!
—a JaraENallels
3," COMPACTED MORTAR BED
/"MEDMN (DRY MIX)
6" GRADED
AGGREGATE BASE MEDIAN 4" PCC BASE
/**I/STXVT'SAWED OR FORMED GROOVE
./2.] VARIES -
PCC ISLAND —~ e
|“R \ /
EL AC SURFACE

PCC
BASE

6" GRADED
AGGREGATE BASE

TIE DEVICE

2. MEDIAN TREATMENT AS SHOWN ON THE
CONTRACT PLANS.
3. CURB HEIGHTS AS SHOWN ON THE CONTRACT SUPERIMPOSED DIRECTIONAL ISLAND
PLANS. 7" CURB REVEAL TYPICAL.
4. MIN. 2.00% CROSS SLOPE OR AS NOTED ON THE
CONTRACT PLANS.
5. 2'-0"” MIN. OR AS SHOWN ON THE CONTRACT PLANS.
RECOMMENDED: DISTRICT OF COLUMBIA
DEPUTY CHIEF ENGINEER DEPARTMENT OF TRANSPORTATION
MEDIAN AND PEDESTRIAN
DATE | APPR. APPROVED: REFUGE ISLAND DETAIL
REVISED
ISSUED

REFERENCE

CHIEF TRANSPORTATION ENGINEER

DWG. NO. 601.03 sHEET11bOF 28




NOR TH

/2
(% TRAFFIC POLE
C
&

EXISTING MANHO

EXISTING NOSE DOWN

413

&0 P\ (SEE DDOT MEDIAN DETAIL 601.0

/

~_ PROPOSED MEDIAN (TYP)

EXISTING
MANHOLE

- LEXISTING NOSE DOW
TEXISTING NOSE DOWE
__PROPOSED =~
‘GRAVEL BED (SEE DETAIL 2) .
. (TYP).
EXISTING
~ RAIN GARDEN

PROPOSED CYCLE TRACK

A
PROPOSED SHUR-CURB
TRAKFIC CHANNELIZER OR
APRROVED EQUAL (TYP)

L EXISTING CURB

EXISTING _/

M STREET, NW

>

7

2 |

10' 0 10' 20'
oy e —
SCALE: 1"=20'
TERMINATE ATNEW 8.00" 8.00" 8.00"
OR EXISTING GRADE = T T -
FACE OF CURB——~__ = 200 - 2.00" I . e |
>_'<7 : 4 % }v
FLOW LINE—§ AT I BRI
3 ) I R o B
© st Tt L : ‘
CLASS A3 . ’ : e E : 4 ,, f ;v: g . :C>
CONCRETE B S
i i R N \— L ‘. ; s
1/2" DIA

SECTION

STEEL DOWEL

ELEVATION
NOSE DOWN CURB AND GUTTER

TO SIT ON EXISTING MATERIAL
LIKELY COMPACTED BASE AGGREGATE
OR BITUMINOUS MATERIAL.

NOSE DOWN CURB CUT DETAIL
SCALE: 1"=1"

LEGEND:

GENERAL NOTES:

PROPOSED MEDIAN WITH GRANITE CURB

1. PROPOSED GRANITE CURB HAS A WIDTH OF

5", NOT 8" AS SHOWN IN DETAIL 609.02.

PROPOSED CYCLE TRACK

PROPOSED GRAVEL BED

EXISTING RAIN GARDEN

PROPOSED MEDIAN
(SEE DDOT MEDIAN DETAI

2.2% 5.63'

L 601.03)

5.00'

PROPOSED CYCLE
EXISTING ROADWAY TRACK

SURFACE

PROPOSED NOSE DOWN

CURB CUT
EXISTING RAIN GARDEN

SURFACE

EXISTING ASPHALT —

3.00'

CURB CUT & GRAVEL BED SECTION

8.00"

PROPOSED GRAVEL BED
SEE DETAIL 2

A-A
SCALE: 1"=¥%
TOP OF CURB OP OF
DEPRESSED
GUTTER LINE - ooos |
B B ]
rovel gl
L 500 | ©
900" 27.00" . = SECTION
" e SAME CROSS
R ) ‘.'. ‘. K SLOPE AS DEPRESSED CURB
. SR PR ROAD
o . 5 6" THICK BLANKET DDD
A R OF PEA GRAVEL_\Q.]C:D?)C S
4A:- :: <,‘ _ %2\ d( |
) S : R o _ 200 _
7 . 5 PROPOSED GRAVEL BED
e 3 . "o i
3.00 : SCALE: 1" =5
PLAN
D.C. DEPARTMENT OF TRANSPORTATION
POLICY, PLANNING, AND SUSTAINABILITY ADMINISTRATION
BICYCLE AND PEDESTRIAN PROGRAM
M ST, N.W. CYCLE TRACK PROJECT ~ |reoscrene _pu__
1 FROM PENNSYLVANIA AVE, N.W., CHECKEDBY ___RCS
MEDIAN CURB CUT DETAIL IPM 08/20/2013 TO MASSACHUSETTS AVE’ NW S:g\j\llchiyl\nGR :2\2
DIVISION CHIEF
& MEDIAN CURB CUT DETAIL 1
NO DESCRIPTION NAME DATE
District Department of Transportation REVISIONS S




